
API No. 21-133-36068-0000 
GL @ 1108.4' • 
KB @1125.2' 

WELL COMPLETION DATE: 11-28-83 
PLUGGING COMPLETION DATE: 1-3-87 

UPDATED APRIL 2014 BY JLT 
1/2" STEEL PLATE 

14 3W Hole 

20" CONDUCTOR DRIVEN TO 119' 
SURFACE CASING  
11 3/4", 60#/ft. 
SET @ 893' KB 
CMT w/310 SX HLC, 200 SX COMMON 

10 5/8" Hole 

INTERMEDIATE CASING  
8 5/8", 32#/ft 
SET @ 5407 KB 
CMT w/ 330 SX HOWCO LITE, 150 SX CLASS A; 
550 SX HOWCO LITE, 100 SX CLASS A. 

77/8' Hole 

PROD. CASING 
5 1/2", 20 & 17#/ft 
SET @ 8200 KB 
CMT w/ 300 SX HOWCO LITE, 425 SX REG POZ, 160 SX SPECIAL H 

RETAINER @ 8050' GL 
SQUEEZED 50 SX CLASS A CMT w/ .6% RETARDER THRU RETAINER 
CMT TO SURFACE w/ 50/50 POZ CONTAINING 6% GEL (680 SX) 

8050' 

BURNT BLUFF PERFS: 
8100-8108' KB 
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BABCOCK 1-36 
SW NE NE Sec 36 717N R9W 

OSCEOLA COUNTY, MI 
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